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subpart C, of this subchapter, at the 
time such requalification becomes due. 

(2) In a UN cylinder, as specified in 
part 178 of this subchapter, having a 
minimum test pressure of 10 bar and a 
maximum filling ratio of 0.84. 

(b) A cylinder removed from hydro-
gen fluoride service must be con-
demned in accordance with § 180.205 of 
this subchapter. Alternatively, at the 
direction of the owner, the requalifier 
may render the cylinder incapable of 
holding pressure. 

[71 FR 33880, June 12, 2006] 

§ 173.164 Mercury (metallic and arti-
cles containing mercury). 

(a) For transportation by aircraft, 
mercury must be packaged in pack-
agings which meet the requirements of 
part 178 of this subchapter at the Pack-
ing Group I performance level, as fol-
lows: 

(1) In inner packagings of earthen-
ware, glass or plastic containing not 
more than 3.5 kg (7.7 pounds) of mer-
cury, or inner packagings which are 
glass ampoules containing not more 
than 0.5 kg (1.1 pounds) of mercury, or 
iron or steel quicksilver flasks con-
taining not more than 35 kg (77 pounds) 
of mercury. The inner packagings or 
flasks must be packed in steel drums 
(1A2), steel jerricans (3A2), wooden 
boxes (4C1), (4C2), plywood boxes (4D), 
reconstituted wood boxes (4F), fiber-
board boxes (4G), plastic boxes (4H2), 
plywood drums (1D) or fiber drums 
(1G). 

(2) [Reserved] 
(3) When inner packagings of earth-

enware, glass or plastic are used, they 
must be packed in the outer packaging 
with sufficient cushioning material to 
prevent breakage. 

(4) Either the inner packagings or the 
outer packagings must have inner lin-
ings or bags of strong leakproof and 
puncture-resistant material imper-
vious to mercury, completely sur-
rounding the contents, so that the es-
cape of mercury will be prevented irre-
spective of the position of the package. 

(b) Manufactured articles or 
apparatuses, each containing not more 
than 100 mg (0.0035 ounce) of mercury 
and packaged so that the quantity of 
mercury per package does not exceed 1 

g (0.035 ounce) are not subject to the 
requirements of this subchapter. 

(c) Manufactured articles or 
apparatuses containing mercury are 
excepted from the specification pack-
aging requirements of this subchapter 
when packaged as follows: 

(1) Manufactured articles or 
apparatuses of which metallic mercury 
is a component part, such as 
manometers, pumps, thermometers, 
switches, etc. (for electron tubes, mer-
cury vapor tubes and similar tubes, see 
paragraph (c)(3) of this section), must 
be in strong outer packagings, having 
sealed inner liners or bags of strong 
leakproof and puncture-resistant mate-
rial impervious to mercury, which will 
prevent the escape of mercury from the 
package irrespective of its position. 
Mercury switches and relays are ex-
cepted from these packaging require-
ments, if they are totally enclosed, 
leakproof and in sealed metal or plas-
tic units. 

(2) Thermometers, switches and re-
lays, each containing a total quantity 
of not more than 15 g (0.53 ounces) of 
mercury, are excepted from the re-
quirements of this subchapter if in-
stalled as an integral part of a machine 
or apparatus and so fitted that shock 
of impact damage, leading to leakage 
of mercury, is unlikely to occur under 
conditions normally incident to trans-
port. 

(3) Electron tubes, mercury vapor 
tubes and similar tubes must be pack-
aged as follows: 

(i) Tubes which are packed in strong 
outer packagings with all seams and 
joints sealed with self-adhesive, pres-
sure-sensitive tape which will prevent 
the escape of mercury from the pack-
age, are authorized up to a total net 
quantity of 450 g (15.9 ounces) of mer-
cury per package; 

(ii) Tubes with more than 450 g (15.9 
ounces) of mercury are authorized only 
when packed in strong outer pack-
agings, having sealed inner liners or 
bags of strong leakproof and puncture- 
resistant material impervious to mer-
cury which will prevent escape of mer-
cury from the package irrespective of 
its position; 

(iii) Tubes which do not contain more 
than 5 g (0.2 ounce) of mercury each 
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and which are packed in the manufac-
turer’s original packagings, are author-
ized up to a total net quantity of 30 g 
(1.1 ounces) of mercury per package; 

(iv) Tubes which are completely jack-
eted in sealed leakproof metal cases 
are authorized in the manufacturer’s 
original packagings. 

(4) A person offering for transpor-
tation electron tubes, mercury vapor 
tubes, and similar tubes shall indicate 
the quantity of mercury therein on the 
shipping paper. 

(5) Mercurial barometers conforming 
to paragraph (c)(1) of this section, 
which are loaded and unloaded from an 
aircraft under the supervision of, and 
accompanied in flight by, a National 
Weather Service official or similar 
United States agency official, are ex-
cepted from any other requirements of 
this subchapter. 

(d) For transportation by other than 
aircraft, mercury must be packaged— 

(1) In any packaging which meets the 
requirements of part 178 of this sub-
chapter at the Packing Group III per-
formance level; or 

(2) In non-specification reusable 
metal packagings. 

(e) Except for a hazardous substance 
or a hazardous waste or for transpor-
tation by aircraft or vessel, packages 
containing less than 0.45 kg (1.0 pound) 
net weight of mercury are not subject 
to the requirements of this subchapter. 

[Amdt. 173–224, 55 FR 52643, Dec. 21, 1990, as 
amended at 56 FR 66270, Dec. 20, 1991; Amdt. 
173–241, 59 FR 67509, Dec. 29, 1994; Amdt. 173– 
246, 60 FR 49110, Sept. 21, 1995; 64 FR 10777, 
10778, Mar. 5, 1999; 68 FR 57632, Oct. 6, 2003] 

§ 173.166 Air bag inflators, air bag 
modules and seat-belt 
pretensioners. 

(a) Definitions. An air bag inflator 
(consisting of a casing containing an 
igniter, a booster material, a gas 
generant and, in some cases, a pressure 
vessel (cylinder)) is a gas generator 
used to inflate an air bag in a supple-
mental restraint system in a motor ve-
hicle. An air bag module is the air bag 
inflator plus an inflatable bag assem-
bly. A seat-belt pre-tensioner contains 
similar hazardous materials and is used 
in the operation of a seat-belt restrain-
ing system in a motor vehicle. 

(b) Classification. An air bag inflator, 
air bag module, or seat-belt 
pretensioner may be classed as Class 9 
(UN3268) if: 

(1) The manufacturer has submitted 
each design type air bag inflator, air 
bag module, or seat-belt pretensioner 
to a person approved by the Associate 
Administrator, in accordance with 
§ 173.56(b), for examination and testing. 
The submission must contain a de-
tailed description of the inflator or 
pretensioner or, if more than a single 
inflator or pretensioner is involved, the 
maximum parameters of each par-
ticular inflator or pretensioner design 
type for which approval is sought and 
details on the complete package. The 
manufacturer must submit an applica-
tion, including the test results and re-
port recommending the shipping de-
scription and classification for each de-
vice or design type to the Associate 
Administrator, and must receive writ-
ten notification from the Associate Ad-
ministrator that the device has been 
approved for transportation and as-
signed an EX number; or, 

(2) The manufacturer has submitted 
an application, including a classifica-
tion issued by the competent authority 
of a foreign government to the Asso-
ciate Administrator, and received writ-
ten notification from the Associate Ad-
ministrator that the device has been 
approved for transportation and as-
signed an EX number. 

(c) EX numbers. When offered for 
transportation, the shipping paper 
must contain the EX number or prod-
uct code for each approved inflator, 
module or pretensioner in association 
with the basic description required by 
§ 172.202(a) of this subchapter. Product 
codes must be traceable to the specific 
EX number assigned to the inflator, 
module or pretensioner by the Asso-
ciate Administrator. The EX number 
or product code is not required to be 
marked on the outside package. 

(d) Exceptions. (1) An air bag module 
or seat-belt pretensioner that has been 
approved by the Associate Adminis-
trator and is installed in a motor vehi-
cle, aircraft, boat or other transport 
conveyance or its completed compo-
nents, such as steering columns or door 
panels, is not subject to the require-
ments of this subchapter. 
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